6' Arch. swing, 6 pl.(Anti-wrap) ¢ L-07007

BASIC FEATURES

AGE GROUP: 18 months to 5 years old

FALL HEIGHT (CSA): 71" (1,8m) (ASTM): 71" (1,8m)

CHILD CAPACITY: 6 children

SHOCK ABSORBING SURFACE (CSA): 20' x 46' (6,1m x 14m)
SHOCK ABSORBING SURFACE (ASTM): 24" x 46' (7,3m x 14m)

DESCRIPTION
asdasd

ANCHORING MATERIALS

This product is anchored to the ground with concrete METALS

columns. Metal frame(s): Steel tube measuring 2-3/8" (60mm) in outer diameter.
Tips: Steel tube measuring 2-7/8"(73mm) in outer diameter.

Swing hanger(s): Anti-wrap type. Made of hot galvanized steel rring olling around a
high-density polyethylene ring (HDPE).

Chain(s): Welded mesh with a stud measuring 1/4" (6mm) in diameter.

COATINGS

Paint: Painted metal parts are white blasted first, then coated with a primer
and Z-series polyester powder, which has an extreme resistance to
ultraviolet (UV) rays and weather. Our paint also has antibacterial
and antiviral properties (Iv)

Galvanization: Swing hangers and chains are hot dipped galvanized.

COLOUR CHOICES

Made at our factory in Lévis, Québec, Canada « Meets CAN/CSA-Z614 « IPEMA Certified ¢ Seats available in extra
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